A.       I don't think we have ever  evaluated  a  longwall
with double cutting,   so  I  wouldn't know.

Q.       Okay.

If during the course of double cutting, a person
had to work inby the shear machine, would that be a
violation of the plan?

A.  It would be.

Mr. Norwich stated that he has no knowledge that
double cutting was being done at the mine.  He indicated
that dust would be the principal hazard associated with
working inby the shearer machine during longwall mining
(Tr. 318).  He also stated that "longwalls historically
have a bad record of compliance within the two milligram
standards" (Tr. 319).  During the review of the
respondent's dust plan, he assumed they were single
cutting and using a single clean up run.  He also alluded
to a "half cut", which he could not explain.  (Tr. 320).
He confirmed that during the four years of reviewing the
mine ventilation plan, he has never observed any double
cutting, and no one ever reported it to him.  Although he
has heard some "talk" among his fellow inspectors about
double cutting, he could not remember whether it pertained
to the mine here in question (Tr. 321).

On cross-examination Mr. Norwich confirmed that the
mine ventilation plan contains no specific prohibition
against double cutting, and when asked why he assumed the
respondent was only single cutting at the mine, he
.responded as follows (Tr. ,322):

Q.  Why did you assume that.,they were only single
cutting?

A.  Maybe I'm not that well acquainted with long
wall systems, I'm assuming, they are doing every-
thing that I see done at other mines that I inspect,
and I didn't know that anyone was double cutting.

Q.  You are not familiar with any mine that is now
double cutting on the long wall?

A.  I am not.

Mr. Norwich stated that if a chock setter positioned
himself between the two shearer drums while moving the
shields, he would not be considered to be "inby the
shearer" (Tr. 322).  He confirmed that the ventilation on
reason" (Tr. 312).  When asked whether he would issue a
